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Installation Recommendation 
For FASCINATION broadloom carpets: 
Inspection obligation: 
The merchandise is to be inspected prior to installation as to dimensional precision in terms 
of its length and width, as well as regarding correctness of the colour delivered and any 
presence of flaws or defects in the merchandise. Complaint pertaining to unresolved 
deficiencies is ruled out once laying has begun, as well as when any cutting of the delivered 
merchandise for fitting has already occurred. 
 
Preparation 
The lengths of broadloom carpet are to be adapted to the room climate prior to installation 
(acclimatisation). The lengths of broadloom carpet within an enclosed spatial unit must be 
laid in the same direction and must all come from one production batch. Attention is to be 
paid to the fabrication sequence.  
This fabrication sequence can be reconstructed by looking at the printing on the back and at 
the papers for the rolls of carpet. 
Each batch begins with 0 metres. Every 2 metres after that there is an imprint on the back of 
the carpet bearing the current batch length for the roll. This sequence of numbers is located 
on one side for all rolls. Paying attention to these indications about the length is very 
important with respect to the way the colour(s) and patterns are graduated within the batch. 
The fabrication edges must always be cut prior to installation. Only trimmed outer edges are 
laid next to each other. This applies particularly for extensions, skirting and remnant lengths. 
Loop carpet lengths running in a linear direction are fundamentally to be cut individually 
between the nap rows (in the pile’s alignment) using an appropriate seam cutter. Do not cut 
across the nap rows. The roll lengths are to be inspected for identical colouring and, as the 
case requires, a matched fitting of repeat patterns. 
 
Temperatures to work with/Climatisation 
The minimum requirements placed on room climate must be observed during carpet-laying. 
The room temperature must be at least 18 °C at a maximum relative humidity of 65 %. The 
surface temperature of the subflooring to be covered may not be less than 15 °C. 
 
Subflooring properties/Preliminary treatments 
In Germany, please ensure beforehand that the subflooring is being prepared in compliance 
with the ATV/DIN 18365 VOB standard (regulations for awarding building contracts and for 
contract performance), Part C, “Work on floor coverings”, as well as in accordance with the 
respective recommendations for setup issued by the vendors and suppliers of the materials. 
The areas to be covered must be solid, level, free of dust and may not have any cracks. The 
areas must comply with the construction standards in force while observing the rules of the 
profession, and must also comply with the respectively valid briefing notes from TKB (German 
Technical Commission on Construction Adhesives). The respective provisions of the country 
in question apply abroad. 
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Materials for installation 
It is important that the entire subflooring system, in other words the primer, filler and 
dispersion adhesive, comply with the EC 1 rating and comes from one system in order to 
avoid complaints due to objectional odours, as well as to prevent risks to health. 
This is why materials for installation should be used that have a very low level of emissions. 
They must comply with the specifications and criteria issued by G.u.T (German Association of 
Environmentally Friendly Carpets) and GEV e.V. (German Association of Emission-Controlled 
Materials for Installation), and be properly labelled in accordance with the EMICODE EC 1/ EC 
1Plus rating. 
All materials for installation bearing the “Blaue Engel” (‘Blue Angel’) seal of approval can 
equally be used. 
 

Which adhesives can be used? 
Laying areas 
For laying areas, basically all of the backings offered by Vorwerk can be installed using 
dispersion adhesives envisaged for textile floor coverings that display an EMICODE EC 1/EC 
1Plus rating or the “Blaue Engel” (‘Blue Angel’) seal of approval. 
As an alternative to installation using dispersion adhesives, the usage of dry adhesives is also 
possible while taking Briefing Note No. 12 from TKB (German Technical Commission on 
Construction Adhesives) into consideration. 
In the case of heated subflooring construction designs, only dispersion adhesives suitable for 
such designs are to be used. 
 
Laying stairways 
Different systems are offered on the market for installation on stairs. They range from 
dispersion contact adhesives, hot-melt adhesives and dry adhesives all the way to spray-
contact adhesives systems. Due to the large number of different influencing factors involved, 
we are unable to assume any guarantee whatsoever when these systems are used. In the 
event that these systems are utilised, preliminary tests made on one’s own are therefore 
imperative. A dispersion contact adhesive from the firm UZIN (UZIN WK 222 ) has most 
recently emerged as particularly suitable. As a result, the use of adhesives containing solvents 
is no longer mandatory 
 
Caution! 
If contact adhesives containing solvents are used despite this, consideration is to be given 
that these kinds of adhesives contain hazardous substances (industrial solvents). 
Special attention is to be paid to the times for airing here while ensuring sufficient ventilation 
of the rooms involved. The instructions for use and any guarantees issued by the adhesive 
manufacturers are to be taken into consideration. 
When laying stairways, the position of the pile nap must always run from top to bottom. 
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1.1. Laying texback® contract 
1.1.1. Dispersion adhesives: 
In the case of patterned carpets, when choosing the adhesive additional attention ought to 
be given to the possibility that when a patterned covering is being laid it may be necessary to 
adjust its position on the adhesive bed to ensure that the pattern matches properly. 
When working on non-absorbent or weakly absorbent subflooring surfaces, a sufficient 
amount of time for airing in accordance with the adhesive manufacturer’s recommendations 
is to be complied with. 
1.1.2. Dry adhesive: 
Here usage is recommended only in the case of plain, single-hued carpets or carpets with 
patterns that do not require a matching of repeat patterns, because in this case correction 
that may prove to be necessary is possible only to a limited extent. 
 
1.2. Laying texback® super, ecoback, comfortback 500 and jute backings 
1.2.1. Dispersion adhesives: 
When gluing these backings using dispersion adhesives, it is imperative that the 
manufacturer’s instructions are complied with. 
These include the quantity to be applied, notched trowel size (e.g. B1, B2, A2), amount of 
time for airing and a thorough pressing-smooth of the carpet onto the entire area after the 
floor covering has been laid on the adhesive bed. Among other reasons, these factors are 
particularly important for taking up the carpet again at a later date. 
1.2.2. Universal adhesive: 
Precise compliance with the manufacturer’s recommendations equally applies when laying 
texback® super, ecoback and comfortback 500 using a universal adhesive. This applies in 
particular to compliance with the required amounts of time for airing, and especially in the 
case of non-absorbent subflooring’s and the subsequent thorough pressing-smooth of the 
floor covering. Exceptions to this are seam-to-seam installations of carpets displaying 
geometric patterns. In this case gluing using dispersion adhesives is recommended because 
pattern corrections that may prove to be necessary are possible only to a limited extent. 
1.2.3. Pressure-sensitive/Contact adhesives: 
The pressure-sensitive and contact adhesives specially formulated for fabric backings provide 
yet another option for laying and are offered by various adhesives manufacturers. Application 
of the adhesive usually takes place using a short-pile roller. As a rule these adhesives are very 
easy to work with and are particularly suitable for taking up installed floor coverings again 
simply and unproblematically at a later date. Our backing varieties texback® super, ecoback 
and comfortback 500 are especially suitable for this method of laying. 
Exceptions to this are seam-to-seam installations of carpets displaying geometric patterns. In 
this case gluing using a dispersion adhesive is recommended because pattern corrections 
that may prove to be necessary are possible only to a limited extent. Compliance with the 
respective adhesive manufacturer’s instructions is imperative with this method of laying. 
These include the amount applied, the periods of time for airing and drying, as well as the 
thorough pressing-smooth of the entire surface area after laying the floor covering onto the 
adhesive bed. A greater amount of applied adhesive may be required depending on the 
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subflooring’s degree of absorption. In certain situations it is necessary to prime the floor 
areas appropriately before applying The adhesive. 
 
 
2. Elastic underlays: 
In light of the large number of articles offered on the market, we are unable to assume any 
universally valid guarantee whatsoever for assured attributes as applied towards our 
products. In the case of installation on an underlay, we must point out that any assured 
attributes regarding fire behaviour always lose their validity because the respective underlay 
was not the subject of inspection when testing fire behaviour. 
 
3. Stretching method: 
As regards the Vorwerk backings texback® super and ecoback, properly executed stretching 
using professional tools is possible only when laying is performed without seams inside an 
enclosed spatial unit because the fabric backing gives way in the region of the finished seam 
under the tension required for stretching. What was previously a tightly sealed seam may 
open as a result. 
No restrictions with regard to the above apply for stretching texback® contract backing. 
When stretching, attention must be paid that the carpet is not overstretched. 
3.1. Selecting edge battens Depending on the carpet’s total thickness, please use appropriate 
edge battens with the required brad or pin lengths. 
 
4. Joining lengths of broadloom carpet: 
Join the seams with a carpet seaming iron equipped with a heat shield using an appropriately 
suitable seaming tape. Creation of the joining seam always occurs in the direction of the pile 
nap alignment. 
 
5. Taking up carpeting again when renovating: 
Recommended procedure when gluing was performed using dispersion adhesives/universal 
adhesives:  
When due attention has been given to the periods of time for airing and the quantities of 
adhesive to be applied using the corresponding notched trowel (e.g. B1, B2, A2), the 
serrations in the adhesive remain intact even after the carpet has been laid. This is important 
for taking up the carpet again at a later date because the serrations in the adhesive serve as 
the predetermined breaking point. If the carpet was laid while the adhesive bed was still wet, 
these serrations do not remain intact. 
What happens instead is that a film forms which, under certain conditions, may not be able 
to be split apart when taking up the carpet again. The separation process may damage the 
filler or the subflooring, and in the worst case the carpet’s backing might split apart. 
 
In the event that the carpet’s backing has split apart, we recommend the following steps: 
1. Cut the carpet into strips approx. 30 cm wide. 
2. Dampen the entire area of the carpeting as evenly as possible (e.g. using a watering can) 
with a solution of water whose surface tension has been dissipated by adding dishwashing 
liquid, and allow this to soak in for at least 30 minutes. (In an extreme case, the dampened 
area can be left covered with sheeting overnight in order to loosen the adhesive.) 
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3. The carpeting can be taken up considerably easier afterwards. This course of action is not 
suitable when gluing has been performed using contact adhesives containing solvents 
(neoprene)! 
 
 
Any further enquiries please contact our sales office on: 
Phone: 03 9427-1100 
Email: sales@alternativesurfaces.com.au  
Web: www.alternativesurfaces.com.au  
 

http://www.alternativesurfaces.com.au/
mailto:sales@alternativesurfaces.com.au
http://www.alternativesurfaces.com.au/

